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ABSTANDSHALTER FLACHKOPF @ 4,0 / 6,0 MM

Technische Beschreibung

Material: PA 6.6
Temperaturbereich: -35° ~ +85° C
Entflammbarkeit: V2 (UL94)
Farbe: Natur

Auf Anfrage auch in Material PA 6.6 UL94VO0 lieferbar

Alle MaRe in mm

D
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m Bohrung | Obere | Bohrung

6048AA0004.8 4,8 10 0 10,0 4,0 1,6 6,0 08-1,2 1.000
6049AA0006.4 6,4 1?'0 1,5 10,0 @4,0 1,6 @ 6,0 08-1,2 1.000
6049AA0008.0 8,0 1?,0 15 10,0 @4,0 1,6 76,0 08-1,2 1.000
6049AA0009.5 9,5 130 15 10,0 @4,0 1,6 76,0 08-1,2 1.000
6049AA0012.7 12,7 1?,0 15 10,0 @4,0 1,6 76,0 08-1,2 1.000
6049AA0015.9 15,90 180 1,5 10,0 @4,0 1,6 @ 6,0 08-1,2 1.000
6049AA0019.0 19,0 1?'0 1,5 10,0 @4,0 1,6 26,0 08-1,2 1.000
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