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ERDUNGSBAND MIT ANSCHRAUBÖSEN

Technische Beschreibung
Material: Kupferdrahtgeflecht verzinnt , Anschraubösen verpresst
Alle Maße sind in mm

Artikel Querschnitt mm² A B C VPE-Stckz.

16379ZG91 100,0 6,0 10,0 10

16420ZG91 150,0 6,0 10,0 10

16421ZG91 200,0 6,0 10,0 10

16422ZG91 250,0 6,0 10,0 10

16423ZG91 300,0 6,0 10,0 10

16424ZG91 400,0 6,0 10,0 10

16425ZG91 500,0 6,0 10,0 10

16426ZG91 100,0 6,0 15,0 10

16427ZG91 100,0 8,0 15,0 10

16428ZG91 150,0 8,0 15,0 10

16429ZG91 200,0 6,0 15,0 10

16430ZG91 200,0 8,0 15,0 10

16431ZG91 250,0 6,0 15,0 10

16432ZG91 300,0 6,0 15,0 10
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Artikel Querschnitt mm² A B C VPE-Stckz.

16433ZG91 300,0 8,0 15,0 10

16434ZG91 400,0 6,0 15,0 10

16435ZG91 400,0 8,0 15,0 10

16436ZG91 500,0 6,0 15,0 10

16437ZG91 100,0 6,0 19,0 10

16438ZG91 100,0 8,0 19,0 10

16439ZG91 150,0 6,0 19,0 10

16440ZG91 150,0 8,0 19,0 10

16441ZG91 200,0 6,0 19,0 10

16442ZG91 200,0 8,0 19,0 10

16443ZG91 250,0 8,0 19,0 10

16444ZG91 300,0 6,0 19,0 10

16445ZG91 300,0 8,0 19,0 10

16446ZG91 350,0 8,0 19,0 10

16447ZG91 400,0 8,0 19,0 10

16448ZG91 500,0 8,0 19,0 10

16449ZG91 600,0 8,0 19,0 10

16450ZG91 100,0 10,0 20,0 10

16451ZG91 150,0 10,0 20,0 10

16452ZG91 200,0 8,0 20,0 10

16453ZG91 200,0 10,0 20,0 10

16454ZG91 250,0 8,0 20,0 10

16455ZG91 300,0 8,0 20,0 10

16456ZG91 300,0 10,0 20,0 10

16457ZG91 350,0 10,0 20,0 10

16458ZG91 400,0 8,0 20,0 10

16459ZG91 500,0 8,0 20,0 10

16460ZG91 600,0 8,0 20,0 10
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