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LAMELLENSTPOPFEN FÜR RECHTECKIGE ROHRE UND
FLACHER KOPFFORM

Technische Beschreibung

Material: Polyethylen LD-PE
Temperaturbereich: -30°C ~ +60°C
Farbe: Schwarz

 

*Alle Maße in mm

Artikel A B C VPE-Stckz.

3391EA01 10x15 3,0 9,0 1.000

3392EA01 10x20 3,0 9,0 1.000

3393EA01 10x30 3,0 9,0 1.000

3394EA01 10x40 3,0 10,0 1.000

3395EA01 15x20 3,5 10,0 1.000

3396EA01 15x25 3,5 10,0 1.000

3397EA01 15x30 3,5 10,0 1.000

FASTPOINT SRL | Via Industria 27, Camponogara (VE)
T +39 041 462435 | F +39 041 463903

P IVA 01746590288 | Email: info@fastpointweb.it



Fastpoint srl - Tutte le informazioni e i dati sono indicativi e possono essere soggetti a variazioni senza preavviso. LAMELLENSTPOPFEN FÜR RECHTECKIGE
ROHRE UND FLACHER KOPFFORM | 2

Artikel A B C VPE-Stckz.

3398EA01 15x35 3,5 10,0 1.000

3399EA01 15x40 3,5 10,0 1.000

3400EA01 20x30 4,0 10,0 1.000

3401EA01 20x35 4,0 10,0 1.000

3402EA01 20x40 4,0 11,0 1.000

3403EA01 20x80 3,0 16,0 1.000

3404EA01 25x40 4,0 12,0 1.000

3405EA01 25x50 4,0 12,0 1.000

3406EA01 25x100 3,0 15,0 1.000

3407EA01 30x40 5,0 13,0 1.000

3408EA01 30x50 5,0 13,0 1.000

3409EA01 30x100 3,0 16,0 1.000
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