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RÄNDELMUTTER FEIN DIN466 + DIN467

Technische Beschreibung

Material: PA 6

Farbe : natur

ähnlich DIN 466 & DIN 467 

Betriebstemperatur:

-30° C bis + max. 100° C

Alle Maße sind in mm.
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Artikel A B C D E DIN VPE-Stckz.

10382AA00 12,0 7,0 M 3 7,0 3,5 DIN 466 1.000

10390AA00 12,0 8,5 M 3 5,0 3,5 DIN 467 1.000

10397AA00 20,0 10,0 M 4 7,5 6,0 DIN 467 1.000

10392AA00 16,0 10,0 M 4 6,0 4,5 DIN 467 1.000

10383AA00 12,0 7,0 M 4 7,0 3,5 DIN 466 1.000

10391AA00 14,0 8,5 M 4 5,0 3,5 DIN 467 1.000

10385AA00 16,0 9,5 M 4 8,0 4,5 DIN 466 1.000

10388AA00 20,0 13,0 M 5 11,0 6,0 DIN 466 1.000

10386AA00 16,0 9,5 M 5 8,0 4,5 DIN 466 1.000

10393AA00 16,0 10,0 M 5 6,0 4,5 DIN 467 1.000

10395AA00 19,0 10,0 M 5 7,5 6,0 DIN 467 1.000

10384AA00 14,0 8,8 M 5 7,0 3,5 DIN 466 1.000

10389AA00 20,0 13,0 M 6 11,0 6,0 DIN 466 1.000

10387AA00 16,0 9,5 M 6 8,0 4,5 DIN 466 1.000

10394AA00 16,0 10,0 M 6 6,0 4,5 DIN 467 1.000

10396AA00 19,0 10,0 M 6 7,5 6,0 DIN 467 1.000

10398AA00 24,0 13,0 M 8 7,5 6,0 DIN 467 1.000
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