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SPIRAL WRAPPING BANDS IN POLYPROPYLENE

Technical description

Material: PP
Colour: See table
Flammability: V0 (UL94)
Working temperature: -40°C ~ +85°C
Other colours availables by special request: – Silver – Grey
All dimensions are in mm

Code A B C D Colour PKG.MT

8348FA01 8,0 Ø 10.0 0,8 9,0 Nero - Black - Schwarz 100

8348FA02 8,0 Ø 10.0 0,8 9,0 Bianco - White - Weiß 100

8349FA01 15,0 Ø 16.0 0,8 13,0 Nero - Black - Schwarz 50

8349FA02 15,0 Ø 16.0 0,8 13,0 Bianco - White - Weiß 50

8350FA01 20,0 Ø 22.0 0,9 15,0 Nero - Black - Schwarz 30

8350FA02 20,0 Ø 22.0 0,9 15,0 Bianco - White - Weiß 30
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Code A B C D Colour PKG.MT

8351FA01 25,0 Ø 27.0 1,3 18,0 Nero - Black - Schwarz 20

8351FA02 25,0 Ø 27.0 1,3 18,0 Bianco - White - Weiß 20

8352FA01 32,0 Ø 35.0 1,3 23,0 Nero - Black - Schwarz 15

8352FA02 32,0 Ø 35.0 1,3 23,0 Bianco - White - Weiß 15
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