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PASSACAVI CON FORI E MEMBRANA

Descrizione tecnica

Materiale: PVC
Su richiesta speciale: disponibile in TPE
Autoestinguenza: HB (UL94)
Colore: nero
Su richiesta speciale: disponibile in colore bianco

Temperatura esercizio:
-PVC: -25°C ~ +60°C
-TPE: -28°C ~ +90°C
Tutte le quote sono in mm.

Codice A B C D E F N. fori chiusi Conf./pezzi

10900CA01 13,0 2,0 5,0 10,0 1,0 3,0 1,0 1.000

10901CA01 13,0 2,0 6,0 10,0 2,0 3,0 1,0 1.000

10902CA01 13,0 2,0 7,0 10,0 3,0 3,0 1,0 1.000

10904CA01 13,0 2,0 5,0 10,0 1,0 3,0 2,0 1.000
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Codice A B C D E F N. fori chiusi Conf./pezzi

10906CA01 13,0 2,0 5,0 10,0 1,0 3,0 3,0 1.000

10908CA01 13,0 2,0 7,0 10,0 3,0 3,0 3,0 1.000

10909CA01 13,0 2,0 5,0 10,0 1,0 3,0 0,0 1.000

10910CA01 13,0 2,0 6,0 10,0 2,0 3,0 0,0 1.000

10911CA01 13,0 2,0 7,0 10,0 3,0 3,0 0,0 1.000

13171CA01

13280CA01 13,0 2,0 6,0 10,0 2,0 3,0 2,0 1.000

5393CA01 13,0 2,0 6,0 10,0 2,0 3,0 3,0 1.000

5480CA01 13,0 2,0 7,0 10,0 3,0 3,0 2,0 1.000
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