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SM ADHESIVE TAPE
THICKNESS 1.1Tmm
Component - Plastics E41936
E | DUPONT DE NEMOURS & CO INC
ENGINEERING POLYMERS, CHESTHNUT RUN PLAZA, PO BOX 80713, WILMINGTON DE 19680
101(r9)(f1), 101F(ra)(f1), 101L(rd)(f1), E101(rB)(f1), E101L(r9){F1)
Polyamide 66 (PAGE), "Zytel”, furnished as pellets
Min Thk Flame RTI RTI RTI
Color {mm) Class HwWI HAI Elec Imp Str
ALL 0.71 V-2 4 [ 130 75 85
1.5 W2 3 o 130 75 a5
30 V-2 2 o 130 75 a5
6.0 V2 2 o 130 75 a5

Comparative Tracking Index (CTIk 0
Dielectric Strangih (KVimm): 13
High-Valiage Arc Tracking Rale (HVTR): 0

Incined Piana Tracking (IPT): =
Vislume Resistivity (10% ohm-cm) : 14
High Viall, Low Current Arc Resis (D485): &

Dimensional Stability (%) -
{1} - Suitable for outdeor use with respect to exposure to Ultraviolet Light, Watar Exposure and Immaersion in accordance
with UL 746C.

NOTE - (1) Material designiations that are color pigmented may be followed by sulfix lattars and numbaers. (2) Matorial
designations may be preflxed by "ZYT" for Zytel or "MIN" for Minlan or “DEL" for Delrin or "CRA" for Crastin or
“RYN™ for Rynite or "ETPV* for ETPV grades.

@ - Virgin and regrind up to 50% by weight inclusive, have the same basic material characteristics for ALL eellcrs down

to 0.74mm. For thickness 0.40mm to 0.70mm the same basic material

wxist with the

generic RTls for all properties and Regrind exceeding 25% Is limited to V-2 Flammatdlity for WT, RD, BK.
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DRAWN
R.F.
COLOR CHECK
NATURAL
UNLESS OTHERWISE SPECIFIED APPROVED
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