DIM.

TOL.

5mm DOWN

+0.2

5~20mm

+0.3

20~40mm

£0.4

40~60mm

+0.5

60~100mm

+0.8

100mm UP

+1.0

REVISIONS

REV

DESCRIPTION

DATE

BY

<« B—»

«— C—»

< | BN
I
Y
P/N SIZE | CABLE @ | HOLE | THICKNESS A B C

9010GS117001 | M12 40-7,0 12,5 0,5-2,0 20,0112,8| 5,6
9011GS117001 | M16 50-9,0 16,5 1,0-4,0 21,0117,71 11,0
9012GS117001 | M20 | 8,0-13,0 20,5 1,0-4,0 25512001134
9013GS117001 | M25 | 11,0-17,0| 25,5 1,0-4,0 30,5121,3] 15,3
9014GS117001 | M32 | 15,0-20,0| 32,5 1,0-4,0 38,5124,6 | 18,6
9015GS117001 | M40 | 19,0-28,0| 40,5 1,0-4,0 48,529,511 21,7
9016GS117001 | M50 | 27,0-35,0| 50,5 1,0-4,0 60,5134,8| 25,0

NOTE: Protection grade IP67 according to EN 60529 SEMKO conformity

M@ fastpoint

"“METRIC SNAP-FIT PROTECTION GROMMET IP67
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